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This Universal Remote Control is already programmed for most RCA, GE and ProScan 
TVs, VCRs, DBS Systems, DVD Players, Laser Disc Players and Audio/Video Receivers. 

NOTE: For users of RCA, GE and ProScan DBS products, older DBS models require the 

INFO or MENU keys on this remote be used to make programming selections. Use 
the SELECT key for making program selections on newer RCA, GE and ProScan 
DBS models. 



Your Universal Remote requires 4 new AAA alkaline batteries. After inserting the batteries, the LCD screen 
wiU enter a test mode that tests all segments of the LCD screen. This procedure wiU last for 5 seconds. 



To install the batteries: 

1. Turn the remote over, pull up on the tab and lift the cover off. 

2. Insert the batteries matching the batteries to the (+) and (-) marks inside the battery case. 

3. Slide the battery cover back into place. 




NOTE: The LCD display will prompt you with a Low Battery icon to signify a low battery condition. 

The remote will still continue to function at this point. Although code tables for devices wiU be 
retained, some reprogramming may be required after batteries are removed. 
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Button Description For Video Operation 



INDICATOR ICON 

The Indicator Icon appears on the LCD display showing that the remote is working. 
ON-OFF 

The ON'OFF key operates the same as your original remote. 

Note: Some RCA, GE and ProScan models require you to press the device key to turn the device on and 

the POWER key to turn the device off. 
TV. VCR1 , VCR2. DVD. AUX, AUD. CBL & SAT 

The TV, VCR1 , VCR2, DVD, AUX, AUD, CBL and SAT keys are used to select the device you 

want to control. 

L1, L2 & L3 (LEARNING) 

The L1 , L2 and L3 keys are used to supplement the preprogrammed code library. 

Note: The standard code library provides most of the functions needed, but you can add a small number 

of additional functions of your choice. 
M1. M2 & M3 (MACRO) 

The M1 , M2 and MS keys are used to execute a series of key operations. 

Note: Each macro key may be programmed so that pressing it alone will carry out several key functions 

sequentially. 
VOL & CH 

The VOL (Volume) and CH (Channel) keys increase or decrease the volume level and channel numbers. 
MUTE 

Mutes the volume on your device with volume control. 
GO BACK 

The GO BACK key allows you to go to the previous channel you selected. Operates the same 
as Last Channel, Previous Channel, Go Back, or Recall key on your original remote. 
LIGHTBULB KEY 
Activates key backlighting. 
CODE SEARCH 

Used to enter the remote into the programming sequence. 
PIP & SWAP 

PIP (Picture-In-Picture) and SWAP operates your television's Picture-in-Picture features. 
INPUT 

The INPUT key selects the video inputs of your device if equipped with this feature. 
SLEEP 

The SLEEP key allows you to set time for you to turn your device off automatically. 
GUIDE 

Brings up the on-screen programming guide if your device has that feature. 
INFO 

Shows the date and time (Your device may not have this feature). 
MENU 

Brings up the Main Menu. If you are already in the menu system, press SELECT or MENU 
key to select a highlighted choice. Use the NAVIGATION keys to move through the menu 
selections. 
CLEAR 

Removes the on-screen display to return to normal operation of the remote. 
NAVIGATION KEYS & SELECT KEY 

Use the NAVIGATION keys to move through on-screen menu and guides. 

The NAVIGATION keys may also be used to move the highlighted choice up, down, right or 

left. The SELECT key will choose the highlight choice. 

Note: With some DBS models the MENU or ENTER key should be used to select the highlighted item. 
0:9 

The number keys operate the same as on your original remote, and are used for entering 

device codes. 

TV-VCR 

The TV'VCR key operates the TV/VCR function of your VCR. 
PLAY. FWD. PAUSE. STOP. REW & REC 

These keys operate the same as on your original VCR or remote. 
Note: You must press the REC key twice to begin recording. 
ENTER 

The ENTER key is used to complete channel selection for some brands of TV. It is also used 
to complete the highlighted sections in menu mode. 
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Button Description For Audio Operation 



The AUDIO keys will only function when the remote is enabled into the AUDIO mode. Simply 
push the ADD key to enable all audio functions. 

CENTER. FRONT. REAR &TEST 

Adjust the levels of the center, front and rear 
speakers respectively used with LEVEL + / 
LEVEL -. The TEST key is used when you make 
speaker balance adjustments to maximize the 
performance of your audio system including this 
unit. 



AM'FM 

The AM'FM allows you to select the AM or FM 
band on your audio system. 

LEVEL + & LEVEL - 

The LEVEL keys are used when you will make 
an adjustment on delay time, center 
speaker output level, rear speaker output level, 
front speaker level or subwoofer level. 

DSP ON-OFF 

The DSP key enables the receiver's Digital 
Signal Processing mode. 

DSP MODE 

When the DSP mode is enabled, pressing this 
key allows the user to cycle through the 
various DSP modes. 




PROG 

The PROG key is used to program your Audio 
preset channels. 

CD. TAPE. TUNER. TV. VIDE01 &VIDE02 
The CD, TAPE, TUNER, TV, VIDE01 and 

VIDE02 keys are used to directly select the 
device you want to control. 



FUNCTION 

Selects the different audio input devices. The 
number keys also select the function labeled 
below the keys when in AUDIO mode. 

DELAY-. ON & DELAY+ 

Increases or decreases the delay between the 
surround and main speakers when the receiver 
is in surround sound mode. 

ON-OFF SURR. MODE 

ON-OFF SURR switches the surround modes 
on and off. SURR MODE cycles through the 
receiver's various surround sound mode 
settings. 



4 
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Getting Into Programming Mode 



ENTERING PROGRAM MODE. 



1. Press and hold the CODE SEARCH key for at least 
3 seconds until a CODE SET display message is 
seen on the LCD display window. 

2. One menu message will be shown one at a time, for 
Menu 1 through 13. 

In order to access all 13 programming items shown below, 
special key press cycle must be performed to get into this 
mode (See page 21). 

3. Use UP (A) key DOWN (T) key to scroll up or scroll 
down the menu messages to have the desired 
message appeared in the display message window. 

4. Press SELECT to select a desired programming 
mode. 
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1. Manually turn on the device you want to program. 

2. Press and hold the CODE SEARCH key until the 
remote window displays CODE SET. 

3. Press the SELECT key to enter into the CODE SET sequence. 

4. Use the Device or UP (A) key DOWN (T) key to scroll 
to the desired device. 

(TV, VCR, TAPE, LDP, DAT, DVD, CD, TUNER, AMP, HOME, 
MISC, PHONO, CAB, SAT &c VIDEO) 

5. After the desired device type is selected, find the four- 
digit code for the corresponding device in the code lists 
starting at page 9. Enter the four-digit number for the 
desired setup code. 

6. Once the four-digit code has been entered press the 
SELECT key to accept the desired setup ID code. The 
LCD display window will show a message displaying 
SUCCESS or NOT FOUND to verify the ID code. 

NOTE: If the message displays NOT FOUND return to step 5 
and repeat the steps again. 
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7. To exit the SETUP CODE, press CLEAR key EXIT 

SETUP will be displayed and the remote exits code 
setup programming. 

8. With your device on , press the CH+ (Channel Up). Some 
devices may not respond to CH+. For those devices 
press the ON'OFF key. If the device responds, no further 
programming is required. 

NOTES: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear confirming that 
no new codes have been entered. 
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Programming Your Device With Manual Code Search 



When using this programming method, the code Ubrary starting on page 9 is not required. The 
remote control will automatically use the code library stored in your RCU810 remote control. 



1. Manually turn on the device you want to program. 

2. Press and hold the CODE SEARCH key imtil the remote 
window displays CODE SET. 



rnnc cc" 
I- u u I- ri u I 



. Step through the programming menu using the 
UP (A) key or DOWN (T) key for MAN SRCH, 
then press the SELECT key. 
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. Use the Device or UP (A) key DOWN (T) key to scroll 
to the desired device. 

(TV, VCR, TAPE, LDP, DAT, DVD, CD, TUNER, AMP, HOME, 
MISC AUD, PHONO, CAB, SAT & VIDEO) 



. After the desired device type is selected, press SELECT 

key to step through the code library. The remote 
must be in a position where a signal can be sent out to 
your device. ^select) 




6. Begin the manual search with the DOWN (T) key to 
advance to next code from the top of the list. Use UP (A) 
key to preview the previous code. 

NOTE: The code list is defaulted so you can only scroU through 
the list once. Once the manual code search completes 
advancing through all the codes in the remote library, the 
message END CYCLE will be displayed for 1 second 
followed by the display message EXIT SETUP for 1 
second, and the remote will exit the manual code search. 

7. When stepping through the code library the remote 
will automatically send out a Power Off or Channel 
Up signal to check if the code is valid. 



, When the selected device turns off, the four-digit code 
is valid. Press the SELECT key to accept the code and 
exit the manual search mode. The LCD display window 
will show a message displaying SUCCESS and 
automatically EXIT SETUP for its original operation. 



9. With your device on , press the CH+ (Channel Up). Some 
devices may not respond to CH+. For those devices 
press the ON«OFF key. If the device responds, no further 
programming is required. 

NOTE 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear confirming that no 
new codes have been entered. 
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SAMPLE DISPLAY 
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• If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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Programming Your Device With Auto Code Search 



When using this programming method, the code library starting on page 9 is not required. The 
remote control will automatically use the code library stored in your RCU810 remote control. 



1. Manually turn on the device you want to program. 



2. Press and hold the CODE SEARCH key imtil the remote 
window displays CODE SET. 

3. Step through the programming menu using the 
UP (A) key or DOWN (T) key for AUTO SRCH, 
then press the SELECT key. 
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. Use the Device or UP (A) key DOWN (T) keys to scroll 
to the desired device. 

(TV, VCR, TAPE, LDP, DAT, DVD, CD, TUNER, AMP, HOME, 
MISC AUD, PHONO, CAB, SAT & VIDEO) 



5. After the desired device type is selected, press the 
SELECT key to start the auto search mode. The remote 
must be in a position where a signal can be sent out to 
your device. 

NOTE: The UP (A) key DOWN (▼) key or any other key pressed 
will stop the auto search and the remote will go into 
manual search that begins the next code or the code before 
from the currently selected code. 

6. When stepping through the code library the remote 
will automatically send out a Power Off or Channel 
Up signal to check If the code is valid. 

NOTE: The code Ust is defaulted so you can only scroll through 
the list once. Once the auto code search completes 
advancing through all the codes in the remote library, the 
message END CYCLE will be displayed for 1 second 
followed by the display message EXIT SETUP for 1 
second, and the remote will exit the auto code search. 

7. When the selected device turns off, the four-digit code 
is valid. Press the SELECT key to save the code and 
exit the auto search mode. The LCD display window 
will show a message displaying SUCCESS and 
automatically EXIT SETUP for its original operation. 



8. With your device on , press the CH+ (Channel Up). Some 
devices may not respond to CH+. For those devices 
press the ON«OFF key. If the device responds, no further 
programming is required. 

NOTE 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear confirming that 
no new codes have been entered. 
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SAMPLE DISPLAY 




SUCCESS 



EXIT SETUP 1 




• If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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You can assign any one of the following devices to the AUX key: 

Audio Components (CD Player, Amplifier, Receiver, Tape Decks, Phono, LD Player), 
Home, Misc, DVD Player or a second TV, VCR, DBS Satellite System or Cable Box. 

Device Pag e 

1. Find the four digit code for the device you wish to TV 9-10 

program in the code list starting on page 9. VCR 10-11 

Satellite 11 

2. Manually turn on the device you want to program and Cable Box 11 

press and release the AUX key on the remote. DVD 12 

Laser Disc 12 

You can program an AUX device using any one of the Audio 12-13 

three programming procedures (CODE SET, MAN 
SRCH or AUTO SRCH). The steps below will guide you 
with the CODE SET programming method. 
To program your AUX key using MAN SRCH or AUTO 
SRCH refer to pages 6 or 7. 

Tr n n c c c "i 
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3. Press and hold the CODE SEARCH key until the 
remote window displays CODE SET. 

4. Press the SELECT key to enter into the CODE SET sequence. ( select ) 



. Use the UP (A) key DOWN (T) key to scroll to the 
desired device for your AUX key. 

(TV, VCR, TAPE, LDP, DAT, DVD, CD, TUNER, AMP, HOME, 
MISC, PHONO, CAB, SAT & VIDEO) 



6. After the desired device type is selected, enter the four- 
digit code for the corresponding device. 

7. Once the four-digit code has been entered press the 
SELECT key to accept the desired setup ID code. The 
LCD display window will show a message displaying 
SUCCESS or NOT FOUND to verify the ID code. 

NOTE: If the message displays NOT FOUND return to the code 
Hbrary and try another code. 
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SAMPLE DISPLAY 
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8. To exit the SETUP CODE, press CLEAR key EXIT 

SETUP will be displayed and the remote exits code 
setup programming. 
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9. With your device on , press the CH+ (Channel Up). Some 
devices may not respond to CH+. For those devices 
press the ON«OFF key. If the device responds, no further 
programming is required. 



NOTE 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear confirming that no 
new codes have been entered. 




• If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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TV Code List 



A-Mark 0020 

AOC 0020, 0036, 0047, 0202 

Admiral 0110, 0480 

Adventura 0063 

Aiko 0109 

Akai 0047 

Alaron 0196 

Ambassador 0194 

America Action 0197 

Ampro 0768 

Anam 0197 

Anam National 0072 

Archer 0020 

Audiovox 0020, 0109, 0197, 0468, 0640 

Baysonic 0197 

Belcor 0036 

Bell & Howell 0033, 0171 

Bradford 0197 

Brockwood 0036 

Broksonic 0020, 0253, 0480 

CXC 0197 

Candle 0047, 0063, 0073 

Carnivale 0047 

Carver 0071 

Celebrity 0017 

Cineral 0109, 0468 

Citizen 0047, 0056, 0063, 0073 

0077, 0109, 0297 

Clairtone 0202 

Concerto 0073 

Contec 0197, 0202 

Craig 0197 

Crosley 0071 

Crown 0056, 0197 

Curtis Mathes 0033, 0047, 0056, 0064 

0068, 0071, 0073, 0077 

0110, 0162, 0171, 0183 

0468, 0483, 1164, 1364 

Daewoo 0036, 0056, 0109 

0468, 0640, 0641 

Daytron 0036 

Denon 0162 

Dumont 0034, 0036 

Dwin 0737, 0791 

Electroband 0017, 0202 

Emerson 0036, 0055, 0056, 0171 

0194, 0195, 0196, 0197 

0202, 0253, 0297, 0299 

0480, 0640, 0641 

Envision 0047 

Fisher 0171, 0176 

Fujitsu 0196, 0700 

Funai 0188, 0196, 0197 

Futuretech 0197 

GE 0038, 0046, 0064, 0068, 0072 

0110, 0152, 0191, 0195 

0299, 0468, 1164, 1364 

Gibralter 0034, 0036, 0047 

GoldStar 0036, 0047, 0073, 0195 

Gradiente 0070, 0073 

Grunpy 0196, 0197 

Hallmark 0195 

Harley Davidson 0196 

Harman/Kardon 0071 

Harvard 0197 

Hitachi 0033, 0055, 0073, 0162, 0168 

frifinity 0071 

Inteq 0034 

JBL 0071 

JCB 0017 

JVC 0070 

Janeil 0063 

KEC 0197 

KTV 0047, 0056, 0197, 0202, 0297 

Kenwood 0036, 0047 

Kloss 0063 

LG 0073 

LXI 0064, 0071, 0171, 0173, 0195 

Logik 0033 



Luxman 0073 

MEI 0202 

MGA 0036, 0047, 0167, 0195 

MTC 0036, 0047, 0073, 0077, 0202 

Magnavox 0037, 0047, 0071, 0113 

0196, 0204, 1271 

Majestic 0033 

Marantz 0047, 0071 

Matsushita 0267 

Megatron 0020, 0162, 0195 

Memorex 0033, 0073, 0167, 0171 

0195, 0267, 0480 

Midland 0034, 0056, 0064, 0068, 0152 

Minutz 0038 

Mitsubishi 0036, 0110, 0167, 0195 

Motorola 0072, 0110 

Multitech 0197 

NAD 0173, 0183, 0195 

NEC 0036, 0047, 0073, 0514 

NTC 0109 



Nikko 0047, 0109, 

Noshi 

Onwa 

Optimus 0171, 0183, 

Optonica 0110, 

Orion 0196, 0253, 

Panasonic 0068, 0072, 

Penney 0020, 0035, 0036, 0038, 

0056, 0064, 0068, 0073, 

0152, 0173, 0195, 

Philco 0036, 0037, 0047, 

0113, 0162, 

Philips 

Pilot 0036, 0047, 

Pioneer 0055, 

Portland 0036, 0056, 

Prism 

ProScan 

Proton 0020, 0195, 

Pulsar 0034, 

Quasar 0068, 0072, 0182, 

RCA 0035, 0036, 0046, 0055, 0064, 

0107, 0110, 0152, 0191, 0271, 

1055, 1064, 1155, 1164, 1255, 

1355, 1364, 

Radio Shack /Realistic 0036, 0047, 

0064, 0073, 0171, 0182, 0195, 

Rhapsody 

Runco 0034,0047,0514, 

SSS 0036, 

Sampo 0047, 

Samsung 0036, 0047, 0073, 0077, 

Samsux 

Sansei 

Sansui 

Sanyo 0171, 

Scimitsu 

Scotch 

Scott 0036, 0195, 0196, 0197, 

Sears 0064, 0071, 0073, 0171, 

0176, 0188, 0195, 

Semivox 

Semp 

Sharp 0056, 0110, 0182, 0705 

Shogun 0036 

Signature 0033 

Simpson 0204 

Sony 0017 

Soundesign 0195, 0196, 0197 

Spectricon 0020 

Squareview 0188 

Starlite 0197 

Supre-Macy 0063 

Supreme 0017 

Sylvania 0037, 0047, 0071, 0113 

Symphonic 0188 

TMK 0073, 0194, 0195 

Tandy 0110 

Tatung 0020, 0072 



0195 
0035 
0197 
0267 
0182 
0480 
0267 
0047 
0077 
1364 
0071 
0480 
0071 
0056 
0183 
0109 
0068 
0064 
0483 
0036 
0267 
0068 
0295 
1264 
1464 
0056 
0197 
0202 
0620 
0197 
0056 
0195 
0056 
0468 
0480 
0176 
0036 
0195 
0253 
0173 
0196 
0197 
0173 
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Technics 0068, 0267 

Technol Ace 0196 

Techwood 0020, 0068, 0073 

Teknika 0033, 0036, 0056, 0071, 0073 

0077, 0109, 0167, 0196, 0197 

Telefunken 0073 

Toshiba 0077, 0171, 0173, 1273 

Tosonic 0202 

Totevision 0056 

Vector Research 0047 

Victor 0070 

Vidikron 0071 



Vidtech 0036, 0195 

Viking 0063 

Wards 0033, 0036, 0037, 0038 

0046, 0047, 0071, 0073 

0113, 0182, 0191, 0195, 0196 

White Westinghouse 0480, 0640, 0641 

Yamaha 0036, 0047 

Zenith 0033, 0034, 0109, 0480, 0641 

Zonda 0020 
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Learning A Key Sequence 



The Learning feature is used as a supplement to the standard preprogrammed library. The 
standard code library provides most of the functions needed, but you can add a small 
number of additional functions of your choice. 



. Place the RCU810 remote control unit and the other 
remote control unit so that they face each other. They 
should not be any more than 2 inches apart. 



2. Press and hold the CODE SEARCH key imtil the remote 
window displays CODE SET. 



. Step through the programming menu using the 
UP (A) key or DOWN (T) key for IR LEARN, 
then press the SELECT key. 




RCU810 
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4. Choose the desired device key then press the SELECT 
key to continue on to the next step. 



The remote will display LEARNING message for at 
least 5 seconds to allow you to capture the IR data. 



. Press a valid key to be learned on the RCU810 remote 
control in which you will store a new function. 

The Li , L2, L3 or other function keys may be used in this 
programming mode. When using the other function keys 
it is important to have the other remote in the same 
device mode as the RCU810. 



® 



OR 



Any Other Function Key 



6. Press and hold the key on the other remote control, 
which has the function you want to store. Hold the key 
for at least 3 seconds or until a message displays in 
the window. 

7. Repeat steps 5 and 6 to store more functions. 



©0ii 
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RCU810 



8. When the selected functions are stored press the 
CLEAR key to exit the IR LEARN programming 
mode. The LCD display window will show a message 
displaying EXIT SETUP and return to original operation 
mode. 



NOTES: 

• Every time a code is successfully learned, the display 
window will show SUCCESS. 

• Press the CLEAR key at any time to exit the programming 
mode. EXIT SETUP message will appear confirming that 
no new codes have been entered. 

• If a key, which cannot learn another function, is pressed, the 
display window will display an INVALID message. 

• The learning capacity is approximately 16 to 25 keys, 
depending on the function being learned. 



^SUCCESS 
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Deleting A Learned Key Sequence 



To delete a learned key sequence, either overwrite it with a new key, or use the procedure 
below. 



1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

2. Step through the programming menu using the 
UP (A) key or DOWN (T) key for IR DELETE, 
then press the SELECT key. 
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3. Choose the desired device key then press the SELECT 
key to continue to delete the learned data. 



(^) (^) 



4. Press the fimction key to be deleted on the RCU810 
remote control in which you will delete the fimction that 
has been stored. 



5. If the key is a valid one, the learned data in a key has 
now been deleted, followed by display message 
DELETED will be shown. 

6. Repeat steps 4 and 5 to delete more functions. 

7. When the selected functions are deleted press the 
CLEAR key to exit the IR DELETE programming 
mode. The LCD display window will show a message 
displaying EXIT SETUP and return to original 
operation mode. 

NOTES: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear confirming that no 
new codes have been entered. 



® ^ ® 

Or Any Other Function 
That Was Learned. 
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If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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Setting-Up The Volume Lock 



This programming mode will lock the volume with devices that have volume control. This 
function is different from the MUTE key function. With this programming feature the volume 
of your device will be locked at desired level. You may need to experiment with your system 
since manufacturers products do not all work the same way. 



1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

2. Step through the programming menu using the 
UP (A) key or DOWN (T) key for VOL LOCK, 
then press the SELECT key. 



3. The display message TO MODE will show for you to 
enter the device to apply the volume lock. 



4. Push the device key of your choice to apply the 
VOL LOCK mode. 



5. If the entered device is a valid one, a SUCCESS 
message will be displayed and the remote will 
automatically exit the Volume Lock mode with a 
final message EXIT SETUP. 

NOTES: 

• If any key other than the TV, VCRl, VCR2, CBL, SAT, DVD, 
AUD & AUX, devices are selected, an error message INVALID 
will be displayed, and the remote will remain in the Volume 
unlock programming mode. 
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Unlocking The Volume 



The Volume Unlock mode will apply if the Volume Lock has been activated. 



1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 



( r n n c 


SET 




L U U L 













2. Step through the programming menu using the 
UP (A) key or DOWN (T) key for VOL UNLOCK, 
then press the SELECT key. 



3. Once the SELECT key has been entered, the remote 
will be reset back to volume unlock mode followed 
by a message UNLOCKED. 



I in I I INI nri/ 

l/UL IJI ILULn 
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4. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 

NOTE: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 
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Setting-Up A Macro Key Sequence 



MACRO is a command, which defines a sequence of several operations. Each MACRO key has 
one command sequence programmed so you can make as many as 15 keystrokes in a sequence. 
For Example: When operating one or more devices to power ON /OFF, one macro key enables 
you to program series of power ON/OFF commands into one key. 

1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

2. Step through the programming menu using the 
UP (A) key or DOWN (T) key for KEY MACRO, 
then press the SELECT key. 



n n r p n 



3. Once the SELECT key is pressed a SEL MACKEY 
message will display for you to input a Macro Key 
(M1, M2, M3). 

NOTE: If the entered key is a invalid Macro Key, a display 
message INVALID will be shown and the remote will 
stay in Macro programming mode until a valid Macro 
Key is entered. 

4. The display message ENTER SEQ will be shown. 
You can begin entering the series of keystrokes, up 

to 15 keys, that you wish to be played back when you 
press the designated Macro key. After the very first key 
for the macro sequence is entered, the display message 
will change to SEL TO END. 

NOTE: If more than 15 keys are entered, a message ERROR 
followed by MAX=1 5 will be shown. The remote will 
return to SEL MACKEY again for you to setup macro 
sequence again. 

5. Press and hold down the SELECT key for 3 seconds to 
complete the programming sequence. The SELECT key 
must be pressed and held down for at least 3 
seconds to exit the sequence. 



BEL riRii^Ey 
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Enter the series 
of keystrokes. 



cci tTt CNn^ 
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Hold For 3 Seconds 

(select) 



6. The remote will then display the message SUCCESS, 
followed by the message EXIT SETUP and return to its 
normal operation. 

NOTES: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 

• If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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Deleting A Macro Key Sequence 



To delete a Macro key sequence, either overwrite it with a new key on the same key, or use the 
procedure below. 



1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

2. Step through the programming menu using the 
UP (A) key or DOWN (▼) key for KEY MACRO, 
then press the SELECT key. 



'r n n r 
uuuC 


CCT 
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3. Once the SELECT key is pressed a SEL MACKEY 
message will display for you to input a Macro Key. 

NOTE: If the entered key is a invalid Macro Key, a display 
message INVALID will be shown and the remote will 
stay in Macro programming mode until a valid Macro 
Key is entered. 

4. Press the Macro Key (Ml , M2 or M3) to enter into the 
correct sequence. The display message ENTER SEQ 
will be shown. 



5. Press and hold down the SELECT key for 3 seconds to 
complete the deleting sequence. The SELECT key must 
be pressed and held down for at least 3 seconds to 
exit the sequence. 



6. The remote will then display the message SUCCESS, 
followed by the message EXIT SETUP and return to its 
normal operation. 



NOTES: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 

• If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1 . 
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Hold For 3 Seconds 

(select) 
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Mode Mapping 



The Mode Mapping will allow you to custom map one device to another device key. 



, Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

, Step through the programming menu using the 
UP (A) key or DOWN (T) key for MODE MAP, 
then press the SELECT key. 



3. The display message FROM MODE will show for you to 
select a device key. 



rnnr rri 
i_ u u t 3 1 1 
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4. Push the device key of your choice to apply the device to 
be selected as desired. 



5. Once you have selected the FROM MODE device, the 
display message will prompt you to enter the TO MODE 
device. Push the desired device key. 



6. When a valid TO MODE device is entered, the remote 
will automatically process the mode reassignment and a 
displayed message SUCCESS will be shown. The 
remote will then EXIT SETUP and return to its normal 
operation. 

NOTES: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 

• If any other key than a valid device key is entered, a display 
message INVALID will be shown and the remote will remain in 
this FROM MODE or TO MODE programming mode until a 
valid device is entered. 



rrn n n n c 

I u I lUUC 
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If about 30 seconds passes before a key is pressed, the LCD 
display window will stop transmission to conserve battery life. 
If this occurs, restart from step 1. 
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Setting The Clock Time 



The Clock Time will function automatically after you program the time, following the 
directions below. 

1. Press and hold the CODE SEARCH key untU the remote 
window displays CODE SET. 

2. Step through the programming menu using the 
UP (A) key or DOWN (T) key for CLOCK SET, 
then press the SELECT key. 



n nri/ cct 
L L u i_ n _l t I 



3. /Vfter the SELECT key is entered, the remote wiU display 
the hours and minutes clock time. 

4. Use the UP (A) key to modify the hours and the DOWN (T) 

key for setting up the minutes. 

NOTE: To set the AM or PM appropriately use the UP (A) key and 
step through the hours for the correct setting. 

5. Once the time is setup to the correct time, push the SELECT 
key to complete the setup. The display messages SUCCESS 
followed by EXIT SETUP will be shown, and return to its 
normal operation. 



1 D . n ri\ 
I C . u u 



To Change 
The Hours 

To Change 
The Minutes 
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Setting The Minutes For The Sleep Timer 



The Sleep Timer Function wiH turn off your device automatically after you program the time interval. 

1. Press and hold tiie CODE SEARCH key until the remote 
window displays CODE SET. 

2. Step through the programming menu for 
SLEEP SET, tiien press tiie SELECT key 




3. The display window will first display 000 as number of 
minutes to start the Sleep Timer time setting. You wiU be 
allowed to enter the desired minute's value. Any key other 
than Digit Keys (0-9) entered here wiH result in an INVALID 
message display. 

NOTE: A valid value of minutes must not be greater than 240 minutes, 
otherwise an ERROR message displays followed by MAX=240, 
prompting you to re-input the minute values. 

4. Once the desired time for SLEEP SET has been selected, push 
the SELECT key to complete the Sleep Tuner Setting. The 
Sleep Timer is now setup and the remote wiU return to its 
normal operation. 

IMPORTANT NOTE: Sleep Timer, as setup above, is for setup ONLY, 
not to begin the sleep timer action. 

5. To start the sleep timer, press the SLEEP key. Once the Sleep 
Timer has taken its effect it is important to keep the remote 
aimed at the device to be turned off. 



SLEEP SEI 
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EXIT SETUP 1 



• Pressing any other key wiH exit the Sleep Timer and the remote wUl 
return to its normal operation. 

• Pressing the SLEEP key again wiU reset the Sleep Timer again to its 
original preset value. 
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. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

. Step through the programming menu using the 
UP (A) key or DOWN (T) key for OPS RESET, 
then press the SELECT key. 
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3. Once the SELECT key is entered, the remote will display 
a message CLR SETUP and remain displayed until the 
SELECT key is pressed again. 

4. After the SELECT key has been pressed, the remote will 
perform a complete Operations Reset. Once the 
Operations Reset is complete the remote will exit the 
Operations Reset mode and return to its normal 
operation. 

NOTE: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
will return to its normal operation. 



ri n CCTI in ^ 
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1. Press and hold the CODE SEARCH key until the remote 
window displays CODE SET. 

2. Immediately press and release the REC key. The remote 
will automatically enter the programming mode where 
the Manufacturing Reset will be accessed. 

3. Step through the programming menu using the 
UP (A) key or DOWN (T) key for MFR RESET, 
then press the SELECT key. 



■rinr 
. u u t 
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4. Once the SELECT key is entered, the remote will display 
a message CONFIRM and remain displayed until the 
SELECT key is pressed. 

5. After the SELECT key has been pressed, the remote 
will perform a complete Operations Reset. Once the 
Operations Reset is complete the remote will exit the 
Operations Reset mode and return to its normal 
operation. 

6. Reprogramming of your device codes are required 
because the programmed code are reset to the original 
default device codes. 

NOTE: 

• Press the CLEAR key at any time to exit the programming 
mode. An EXIT SETUP message will appear and the remote 
wUI return to its normal operation. 
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TURNING ON THE RECEIVER OR MINI-SYSTEM 

Point the remote control at the receiver and press the AUDIO key. The receiver should turn on. 
In some cases, it may require pressing the AUDIO key and then the ON'OFF key to turn the 
system on. 

SELECTING THE DEVICE INPUT 

Depending on the features of your receiver or mini-system, the device inputs such as CD or 
TAPE may be selected. Input selection may be made either by pressing the labeled digit keys, 
or by pressing FUNCTION key to scroll through the inputs available on your system. 

USING THE NUMBER KEYS TO CHANGE AUDIO DEVICES 

To select a device, press the number key (1-6) that corresponds 
with the device you want to operate (CD, TAPE, TUNER, TV, 
VIDEOl, VIDE02). 

USING THE FUNCTION KEY TO CHANGE AUDIO DEVICES 

To select a device, press the FUNCTION key until the input you 
want to operate appears on your system. 

OPERATING A CD PLAYER OR TAPE DECK 
Use the PLAY, REW, FWD, RECORD, STOP & PAUSE keys for 
CD player and tape decks. In some cases, the Preset keys 
(CH+ / CH-) may work in changing tracks on your CD player 



OPERATING THE AM'FM TUNER 

1. Press the AUDIO key 

2. Press the TUNER key 

3. Press the AM»FM key to switch between AM and FM. 

4. Use the CH+ or CH- keys to move up and down channel 
presets. 

OPERATING A HOME THEATRE SURROUND SOUND SYSTEM 

With RCA receivers, a second press of the TV key should turn 
the receiver on. 

1. Turn the TV on. 

2. Press the AUDIO key 

3. Select the Audio input either by using the labeled number key 
of the FUNCTION key 

4. Press the VOL+ or VOL- keys to control the volume. 

NOTE: The volume keys may operate both TV and receiver volume at 
the same time. If this presents a problem, it may be resolved by 
disabling the TV speakers by going into the TV menu. 

CONTROLLING THE SURROUND SOUND FEATURES 

The Surround Sound features may be turned ON/ OFF by 
pressing the SURR ON«OFF key 

• Press the SURR MODE key until the desired mode is found. 

• Press the DELAY+ or DELAY- to achieve the desired delay effect. 

• Press the DSP ON-OFF key to turn DSP (Digital Signal Processor) ON or OFF. 

• Press the DSP key until the desired effect is achieved. 

• Press the TEST key to listen to speaker levels. 

• Press FRONT, CENTER or REAR keys to select speakers. 

• Press LEVEL+ or LEVEL- keys to adjust speaker levels. 
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Menu Functions 



The Menu function is used to make changes in the selected settings such as color, channels, 
timer, etc. The MENU key invokes most major brands like RCA, GE, ProScan, Sony, Magnavox, 
Philips and Zenith with Menu functions. Each menu mode will vary with brand. You may need 
to experiment with your system since manufacturers products do not all work the same way. 



1. Push the device key on the remote for the desired menu 
screen. 



2. Push the MENU key. This allows you to view the menu 
of the device chosen. 



3. While in Menu mode these keys will function as 
follows: 

• Navigation Left/Right keys will operate as cursor 
right and left. 

• Navigation Up/Down keys will operate as cursor 
up and down. 

• The SELECT or MENU key will apply the highlighted 
menu item. 

4. Not all fimctions in competitive models and brands of 
televisions may be fully supported. You may need to 
experiment with using the MENU or ENTER keys to 
make a selection of your choice. 

5. To exit the Menu mode and clear the screen, push the 
device key you have chosen on the remote or the 
CLEAR key 



CD I® 
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LCD Display Messages 



The following are the display action messages and description that appears on your LCD 
screen while you are in programming mode. 



LCD PROGRAMMING MESSAGES 



CODE SET: Setup a code. 

nPiu SRuH: Manual code search from the remote code library. 
RUllH SRCH: Automatic code search from the remote code library. 
IR LERRh: Learn additional functions into a key. 
IR DELE I E: Delete the learned function from a key. 
I/'OI. LDEK: Locking the volume of the remote to a designated device. 
l/'Or umLuEK: Unlocking the volume of the remote from a locked device. 

8. KEy mRERO: Setup or Delete a macro key sequence for a key. 

9. riDDE riRP: Reassign (or map) from one device to another. 

10. ELuEK SE I : Setting the clock time on the remote. 

11. SLEEP SE I : Setting the timer to put the remote in the Sleep 

Timer mode. 

12. DPS RESET: Operational Reset 

13. mFR RESET: Manufacturing Reset (See page 20) 

In order to access all 13 programming items shown below, special key press cycle 
must be performed to get into this mode. 



jTLOCK SET J 
j'SLEEP SET j 




LCD RESPONSE MESSAGES 



SUCCESS: 

iiMi iQi in. 
II ii/ni-iu. 

t\\n~ cm iiMn. 
I lui ruui lu. 

I IIMI nrL'cn. 
ui ii_ui_nCu. 

RRX=2MD: 
RRX=15: 
SLEEP RODE 

CMn run c. 
Ci lu 

EX! I 5E I uP: 

ERROR: 
uELE lEu: 
RESET RRR: 
RESET E2: 
BRD E2: 

ncm CI II I . 
I ici I rui_i_. 

RED FRULT: 



A required task or operation was successful. 

A wrong key sequence or invalid data. 

A requested setup code not found in the code library. 

Message to notify you that the Volume function is unlocked. 

Notifies you the maximum number of minutes for Sleep 

Timer is 240 minutes. 

Notifies you the maximum # Keystrokes allowed in a Macro 
Sequence is 15 keys. 

Indicates the remote is currently in the Sleep Tuner mode. 

A complete cycle of the code search in the code library has 

been reached. 

Escape or exit from the programming mode, or time-out. 

Any other error not specifically mentioned. 

A requested Learned Key to be deleted. 

Indicate the RRR reset action has been done. 

Indicates the EEPRDR reset action has been done. 

Indicate checking result of E2 status either bad or not present. 

A learned key data storage encounters memory full. 

A learned key data storage encounters some error in memory. 
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fEXIT SETUP 



ERROR 



lELETEE 



fRESET RRn 



fRESET E5 



fBRG E5 



En CI II 
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ACTION MESSAGE DISPLAY 

SEL mRCKE!=I: Prompts you to enter a key for Macro Sequence. 
EriTER SEO: Prompts you to enter a keystroke for the macro sequence. 
SEL lO EmO: Prompts you to press (and Hold down for at least 

3 seconds) the SELECT key to return to normal operation. 
FROR RODE: Prompts you to enter the source mode in Mode Reassignment. 
1 0 RODE: Prompts you to enter the destination mode in Mode 

Reassignment. 

LERRriiriG: Prompts you to start and proceed learning the IR data 
into a key. 

DELE I ImG: Prompts you with the deleting data from a key in 
progress. 

COmFIRR: Prompts you to confirm or take action on operation. 
CLR SE I UP: Prompts you that setup control is going to be cleared. 



rsEL nREKEy 



E11TER SEC 
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CLR SETUP 
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Troubleshooting 



PROBLEM 


SOLUTION 


Indicator Icon does not appear when you 
press any key or no response after pressing 
a key 


• Replace the batteries with 4 new AAA 
alkaline batteries. 

• Check if batteries are properly mstaUed. 


The remote does not operate your Audio or 
Video devices 

1 


• Try all code programming procedures 
and the complete code table. 

• VVIUIIH UibLdllLfc; Ui ctllillfc:. 

• The remote control unit will function from 
a maximum range of 23 feet. 


Problems programming a TV/VCR combo 
unit 


• Try the VCR code for your brand. Some 
combo units, however, may require both a 
TV and a VCR code for full operation. 


VCR not recording 


• As a safety feature on your remote, you 
must press the REC key twice. 


Problems changes channels 

m 


• If your original remote requires ENTER 
key to be pressed after a channel is 
selected, press the ENTER key to select 
the channel. 


SELECT key not responding 


• Try using the MENU, GUIDE or ENTER 

key to make the selection while operating 
the remote. 


IR LEARN c3.nnot be m.a.cie successfully 


• Thp h;iH'pripc: in tlnic rpmol'p nnil" anrl / nr 

the other remote unit is weak. 

• The distance between the two remote 
control units is too long or too short. |H 

• Memory capacity is full. 

• The signal coding is not compatible with 
this remote and the other remote. 


m 






Note: Reprogramming may be required after batteries are removed. 


Helpline 



If you need additional set-up help, please call the Helpline at: 



1-800-420-7968 



90 Day Limited Warranty 



Thomson Consumer Electronics, Inc. warrants that for 90 days from date of purchase, it wiU replace this prod- 
uct if found to be defective in materials or workmanship. Return it postage prepaid to the Product Exchange 
Center address for prompt, no charge replacement with a current equivalent. This replacement is Thomson 
Consumer Electronics, Inc.'s sole obligation under this warranty. Thomson Consumer Electronics, Inc. wiU not 
be responsible for any incidental or consequential damages, or for any loss arising in connection with the use 
or inability to use this product. Some states do not allow the exclusion or limitation of incidental or conse- 
quential damages, so the above limitation or exclusion may not apply to you. This warranty excludes defects 
or damage due to misuse, abuse, or neglect. This warranty gives you specific legal rights, and you may also 
have other rights, which vary from state to state. 

© 2000 Thomson Consumer Electronics, Inc. 

Product Exchange Center 
11721 Alameda Ave. 

SocoriD,TX 79927 
PRCU810IB RevOZOO 
Trademark(s) ©Registered Marca(s) Registrada(s) 
Made in China 
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The following RCA accessories are available through 
your RCA dealer or by calling 1-800-338-0376. 



Turn Just About Any Electrical Outlet Into A 
Phone Jack Instantly* 

Exclusive technology sends phone signal through the elec- 
trical wiring in your home. 

No Wiring, No Drilling, No Tools! 
Installs In Two Simple Steps 



STEP 1 



Plug Base Unit into electri- 
cal outlet near an existing 
phone jack, and connect 
phone jack to Base Unit 
with included phone cord. 



r 



STEP 2 



Plug Extension Unit into 
any other electrical outlet 
and connect phone to 
Extension Unit. 




Works With: 

Corded Phones 
Cordless Phones 
Answering Machines 
Fax Machines 
Computer Modems 



Compatible With: 

Call Waiting 
Call Forwarding 
Three- Way Calling 
Speed Dialing 

RC926 




Plus Shipping /Handling 
& Sales Tax 



To receive UHF or VHP stations or serve as a backup for 
cable outages, purchase the RCA Amplified TV Antenna. 
Switching between your cable or satellite and your anten- 
na is made easy with an integrated A/B switch. Hooks up 
to any TV and includes all necessary accessories. 

Features include: 

- Dipoles tilt and rotate for improved picture 

- UHF Loop turn range of 345° 

- Gold plated connectors for improved signal 
conductivity 

- Manual Gain Control to Boost Signal 

- Five- Year Limited Warranty 

- Measures 85i H. X 8M W. X A% D. 

ANT200 




Plus Shipping /Handling 
& Sales Tax 




ANT200 



